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Pressure Gauges 
General Purpose Range 

Accuracy 3 % FSD 

 
Body Material Stainless Steel Case 

Ranges -100 to 0 and up to 40000 kPa (dual scale / PSI) 

Conforms to  Australian Standard AS1349 or be%er 

We%ed parts Brass / bronze 

Lense Plas)c 

Protec)on IP54 

Process Connec)on 50mm = 1/8 BSPt      /      63mm = 1/4 BSPt 

Moun)ng Direct mount (process connec)on) 

Range Part No.  Range Part No. 

-100 to 0 kPa/ “Hg 6 061 403  0 to 1600 kPa / PSI 6 061 426 

0 to 100 kPa / PSI 6 061 418  0 to 2500 kPa / PSI 6 061 427 

0 to 160 kPa / PSI  6 061 419  0 to 4000 kPa / PSI 6 061 428 

0 to 250 kPa / PSI 6 061 420  0 to 6000 kPa / PSI 6 061 429 

0 to 400 kPa / PSI 6 061 421  0 to 10000 kPa / PSI 6 061 430 

0 to 600 kPa / PSI 6 061 422  0 to 16000 kPa / PSI 6 061 431 

0 to 800 kPa / PSI 6 061 423  0 to 25000 kPa / PSI 6 061 432 

0 to 1000 kPa / PSI 6 061 424  0 to 40000 kPa / PSI 6 061 434 

OPTIONS:  (for pricing see page 19 of Item Price List)   

  Liquid filling of gauge 99 100 100 

Stock Ranges: 63mm Bo�om Entry:   (for pricing see page 1 of Item Price List) 

Stock Ranges: 50mm Rear Entry:  (for pricing see page 1 of Item Price List) 

Range Part No.  Range Part No. 

0 to 1000 kPa / PSI 6 052 424  0 to 1600 kPa / PSI 6 052 426 

OPTIONS:  

  Liquid filling of gauge 99 100 100 

    Special Manufacture: 

• Rear entry and bo�om entry for 40mm, 50mm, 63mm and 100 mm gauges (MOQ apply) 

• Custom dials (MOQ apply) 

• Other moun*ng op*ons (MOQ Apply) 

  


