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Square Actuators 
Quartron / Quartron Juwel series 

Minimum IP65   

Quartron series Actuators: 
Part Number Descrip�on Part Number Descrip�on 

QXTDG Push bu�on head (IP65), Charcoal QXJT Push bu�on head (IP65) 

QXNDG Pilot light head (IP65), Charcoal QXJN Pilot light head (IP65) 

QXL5DG Pilot light Assembly (T5,5k),    Charcoal QXJUV Emergency Stop head  

QXVDG Latching Mushroom head,       Charcoal QXJWA Selector head (90 degree rota/on - on / off) 

QXSSDGA12E 

Key Selector head (2 x 90 degree rota/on - 

on / off / on), Charcoal 
QXJWB 

Selector head (2 x 45 degree rota/on - on / 

off / on) 

QXSTBDG Selector Head, Momentary,     Charcoal QXJNSG+SG-24 Buzzer 12/24VAC/DC 

QXWADG 

Selector head (90 degree rota/on - on / 

off), Charcoal 
QXJSSDGA25E 

Key Switch, charcoal colour, with keyholder 

cover 

QXWBDG 

Selector head (2 x 45 degree    rota/on - 

on / off / on), Charcoal 
QXJL5 Pilot Light Assembly (T5,5K) 

 Quartron Juwel series Actuators: 

The a bove l i s� ng  i s  for  s tocke d i te ms only ,  p lea se  contact  us  for  the  complete  manufact urers  l i s�n g  i f  t he  prod uct  you are  look in g  for  i s  n ot  l i s ted  above.  

Part Number  Descrip�on 

T25F... Flat transparent lens - blue-BL, green-GN, yellow-GB, clear-KT, red-RT, opal-WS 

BSQXU Blank nameplate   

BSQX... Printed nameplate as per lis/ng on pages (18 and 19) 

T25FG... Flat non transparent lens - blue-BL, green-GN, yellow-GB, clear-KT, red-RT, opal-WS 

KF25KS... Flat transparent lens - blue-BL, green-GN, yellow-GB, clear-KT, red-RT, opal-WS (suit Pilot lights) 

QXABT External nameplate holder suit Quartron series 

QXJABT External nameplate holder suit Quartron Juwel series 

BZ23B... Self adhesive nameplate 

(6mm travel) (6mm travel) 

Contacts to sui t    
A Ser ies   

Panel cut           Front dimensions     
16 mm                25 x 25 mm 

Contacts to sui t    
A ser ies  

Panel cut           Front dimensions     
24 x 24 mm         27 x 27 mm 

 

Lens and nameplates to suit:  


